
VERSIL−PAK 1
Heavy weight woven 
cotton fabric core.

▐ Coated both sides with high adhesion 
wax.

VERSIL−PAK 3-1
Medium weight open 
mesh cotton fabric core.

▐ Coated one side with high adhesion 
wax.

▐ Laminated to polyester barrier film. 

VERSIL−PAK 3-2
Medium weight cotton 
fabric core.

▐ Coated both sides with high adhesion 
wax.

▐ Laminated to polyester barrier film. 

VERSIL−PAK 4
Heavy mesh cotton 
fabric core.

▐ Coated both sides with high adhesion 
wax.

▐ Laminated to polyester barrier film. 
▐ NSN 8135-00-292-9728.

VERSIL−PAK 5-1
Polyester high strength 
fabric core.

▐ Waxed one side; laminated to 
polyester barrier film and wax coated. 

▐ Qualified to U.SDepartment of 
Defense spec MIL-PRF . 121, Type 1, 
Grade C, Class 1.

VERSIL−PAK 5-2
Polyester high strength 
fabric core.

▐ Two-sided high adhesion wax; 
laminated to polyester barrier film and 
wax coated. 

▐ Qualified to US. Department of 
Defense MIL-PRF-121, Type 1, Grade 
C, Class 2.
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Flexible, Greaseproof, Waterproof Barrier Material
VERSIL−PAK™
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